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EXISTING F.A.I. 80 TYPICAL SECTION EXISTING F.A.l. 80 TYPICAL SECTION
STA. 95+00 TO STA. 201+00 STA. 64450 TO STA. 93450
STA. 244+00 TO STA. 269+50 STA. 202400 TO STA. 240450
STA. 297+00 TO STA. 560+75 STA. 270+70 TO STA. 295+00
STA. 627425 TO STA. 659+25 STA. 562400 TO STA. 626+25
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PROPOSED F.A.I. 80 TYPICAL SECTION

STA. 95+00 TO STA. 201+00 STA. 64450 TO STA. 93450

STA. 244+00 TO STA. 268+50 STA. 202+00 TO STA. 240+50
STA. 297400 TO STA. 560+75 STA. 270+70 TO STA. 295+00
STA. 627425 TO STA. 659+25 STA. 562+00 TO STA. 626425

* 10" OFFSET
FROM 323+70 TO 361+20
FROM 440+20 TO 468+10

EXISTING CONDITIONS:
(® TRAVELED WAY

® RIGHT SHOULDER
© LEFT SHOULDER

PROPOSED IMPROVEMENTS:
(D HIGH TENSION CABLE GUARDRAIL SYSTEM

(@ CONCRETE FOUNDATION- INCLUDED IN THE COST
OF THE APPLICABLE HIGH TENSION CABLE MEDIAN BARRIER

ALL FOUNDATIONS SHOULD BE 42 DEEP AS A MINIMUM.
(® PROPOSED MOWING, (10’ WIDE)
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